
 

 

 

CAPS P8 Series (Mixing Platform) – 1350 gallon machine 

Payload Maximum:  up to 1350 gallons (16,000  lbs) 
 
Width:                                             Length:                                               Height:                          
Trailer:   not included  
 
Engine:       Model:     GX 690 Honda               HP:  24         Gas – 7 gallon fuel tank 

Fan Cooled Heat Exchanger              13 gallon Hydraulic reservoir       Adjustable relief valve 
Keyed Start    Controls:  choked and throttle    

 
Auger:        Single Auger                          Hydraulically driven      
 
Electric:        Keyed - electric Start         
 Electrical System:   12V with charger                  Batteries:   1 x 1,150 CCA    Type:  AGM 
 
Hydraulic Control levers:      Grinder – (self centering)                Auger Direction – (not self centering) 
 
Pumps:    No pump  -  uses Vortex pump / 900 gallon per minute on CAPS P series machine to transfer from  

mixing platform to CAPS P series tracked vehicle tank. 
 
Loading:  Loading CAPS P series Tracked machine is done using 900 gpm vortex MCM mud pump to transfer 

from a CAPS mixing platform in less than 4 minutes.  
 
Material Handling: 
 ProGuard SB3:      swing doors lock in place on pallet support platform that folds out 
 Cellulose:            Cellulose pallets are placed on the pallet lift – operator pushes button to raise 
 HydraGuard:         Flexible tote (275 ) sits on pallet support platform – operator used valve and pipe 
    To load 


